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Copyright © 2015 Winmate Communication Inc. All rights reserved. 

No part of this manual may be reproduce, copied, translated, or transmitted in any form or any 

means, electronic or mechanical, for any purpose, without the written permission of Winmate Inc. 

 

 
Trademarks 

All product names, trademarks or logos mentioned herein are the properties of their respective owners. 

Microsoft, Windows, and the Windows logo are either registered trademarks or trademarks of 

Microsoft Corporation in the United States and/or other countries. Microsoft products are licensed to 

OEMs by Microsoft Licensing, Inc., a wholly owned subsidiary of Microsoft Corporation. 
 
The Bluetooth word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. 

All other brand and product names are trademarks or registered trademarks of their respective 
owners. 

 

 

 
NOTE: 
Display images shown may vary slightly from actual display. Information in this 
manual is subject to change without prior notification. 
 

 

 

 
NOTE : 
FM10 Computer has to be used together with the docking station. 
Use the device when located at least 20 cm (7.9 inches) away from the human body. 
 

 
Disclaimer 

Winmate Inc. reserves the right to make any product changes without notice, including circuits 

and/or software described or contained in this manual in order to improve design and/or 

performance. Winmate Inc. assumes no responsibility or liability for the use of the described product 

(s), conveys no license or title under any patent, copyright, or masks work rights to these products, 

and makes no representations or warranties that these products are free from patent, copyright, or 

mask work right infringement, unless otherwise specified. Applications that are described in this 

guide are for illustration purposes only. Winmate Inc. makes no representation or warranty that such 

application will be suitable for the specified use without further testing or modification. 

 
Warranty 

Winmate Inc. warrants that each of its products is free from material and workmanship defect for a 

period of one year starting from the invoice date. If the customer discovers a defect, Winmate Inc. 

will, at its option, repair or replace the defective product at no charge to the customer, provided it is 

returned during the warranty period, with transportation charges prepaid. The returned product must 

be properly packaged in its original packaging to obtain warranty service. 
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FCC Regulations 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 

conditions: (1) This device may not cause harmful interference, and (2) this device must accept 

any interference received, including interference that may cause undesired operation. 

 

This device has been tested and found to comply with the limits for a Class B digital device, 

pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 

protection against harmful interference in residential installation. This equipment generates 

uses and can radiate radio frequency energy and, if not installed and used in accordance with 

the instructions, may cause harmful interference to radio communications. However, there is 

no guarantee that interference will not occur in a particular installation. If this equipment does 

cause harmful interference to radio or television reception, which can be determined by 

turning the equipment off and on, the user is encouraged to try to correct the interference by 

one or more of the following measures: 

 

Å Reorient or relocate the receiving antenna. 

Å Increase the separation between the equipment and receiver. 

Å Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected. 

Å Consult the dealer or an experienced technician for help. 

 

Changes or modifications not expressly approved by the party responsible for compliance could 

void the userós authority to operate the equipment. 

 

Operation on the 5.15-5.25GHz frequency band is restricted to indoor use only. The FCC 

requires indoor use for the 5.15-5.25GHz band to reduce the potential for harmful interference to 

co-channel Mobile Satellite Systems. Therefore, it will only transmit on the 5.25-5.35 GHz, 5.47-

5.725 GHz and 5.725 ï5.850 GHz band when associated with an access point (AP). 
 

CE Notice (European Union) 

This device has been tested and found to conform to the limits set for a Class B product. 

Å EN 55022 ð ñLimits and Methods of Measurement of Radio Interference Characteristics of 

Information Technology Equipmentò 

Å EN 55024 ð ñInformation technology equipment - Immunity characteristics - Limits and 

methods of measurementò 

Å EN 61000-3-2 ð ñElectromagnetic compatibility (EMC) - Part 3: Limits - Section 2ò 

Å EN 61000-3-3 ð ñElectromagnetic compatibility (EMC) - Part 3: Limits - Section 3ò 

Å EN 60950 ð ñSafety of Information Technology Equipmentò. 

Å EN 55022 Emissions requirements 
 

RF Exposure Information (SAR) 
This device is compliance with SAR for general population /uncontrolled exposure limits in 

ANSI/IEEE C95.1-1999 and had been tested in accordance with the measurement methods and 

procedures specified in OET Bulletin 65 Supplement C. 

This equipment complies with FCC RF radiation exposure limits set forth for an uncontrolled 

environment. This device was tested for operations with the device contacted directly to the 

human body to the back side of the EUT. To maintain compliance with FCC RF exposure 

compliance requirements, avoid direct contact to the transmitted antenna during transmitting. 
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IC Regulations 
Le pr®sent appareil est conforme aux CNR dôIndustrie Canada applicables aux appareils radio 

exempts de licence. Lôexploitation est autoris®e aux deux conditions suivantes: 

(1) lôappareil ne doit pas produire de brouillage, et 

(2) lôutilisateur de lôappareil doit accepter tout brouillage radio®lectrique subi, m°me si le 

brouillage est susceptible dôen compromettre le fonctionnement.ò 

This device complies with Industry Canada license-exempt RSS standard(s). Operation is 

subject to the following two conditions: 

(1) This device may not cause interference, and 

(2) This device must accept any interference, including interference that may cause undesired 

operation of the 

device. 
 

This Class B digital apparatus complies with Canadian ICES-003 
Cet appareil numérique de la classe B est conforme à la norme NMB-003 du Canada. 

 

The device could automatically discontinue transmission in case of absence of information to 

transmit, or operational failure. Note that this is not intended to prohibit transmission of control or 

signaling information or the use of repetitive codes where required by the technology. 

The device for the band 5150-5250 MHz is only for indoor usage to reduce potential for harmful 

interference to co- channel mobile satellite systems; the maximum antenna gain permitted (for 

devices in the bands 5250-5350 MHz and 5470-5725 MHz) to comply with the e.i.r.p. limit; and 

The maximum antenna gain permitted (for devices in the band 5725-5850 MHz) to comply with 

the e.i.r.p. limits specified for point-to-point and non-point-to-point operation as appropriate, as 

stated in section A9.2(3). In addition, High-power radars are allocated as primary users (meaning 

they have priority) of the band 5250-5350 MHz and this radar could cause interference and/or 

damage to LE-LAN devices. 

 

The County Code Selection feature is disabled for products marketed in the US/Canada. For 

product available in the USA/ Canada markets, only channel 1~11 can be operated. Selection of 

other channels is not possible. 

 
 

IC Radiation Exposure Statement 
 

This EUT is compliance with SAR for general population/uncontrolled exposure limits in IC RSS-

102 and had been tested in accordance with the measurement methods and procedures 

specified in IEEE 1528. 
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I. Unpacking 

a. Standard Package Content 

Before using this device, make sure that all the items listed below are present in your package: 

  
   

 

Computer FM10 
Dock + Latch 
Locking Key 

5 m Power Cable with 
Fuse Kit 

0.3 m USB Cable 
0.15 m Power 

Converter Cable 

98P010A000L0 98D000A00008 98K000A0006O 9483098080K0 94J602G030K2 

 

 

   

Cable Clamp Kit 2 x Wi-Fi Antenna Quick Start Guide Driver CD 
84W Adapter with 

power cable 

98K000A0005W 39700000000G 9152111I100S 

9171111I101H  
Win 7 Professional 

9171111I103A  
Win 8.1 Industry 

9171111I103B  
Win 10 IoT 

922D084W12V1 

 

    

External Antenna 
Fixing Bracket 

    

88111T201203     
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b. Optional Accessories 

Your package may include the following items based on your order: 

 

 

 

  

2 m DC Jack 
Power Cable 

1.2 M 120 Watt 
Adapter  

(For Heater Model) 

4.2 m Adapter with 
Power Cable 

1.8 m RS232 
Cable 

0.3 m Audio Cable 

94J0086020K0 90PO12120005 98K000A0006L 94G3094090K2 94E215R060K0 

  

 
 

 

1.8 m CAN BUS Y 
Cable 

2 m IP65 LAN 
Cable 

2 x Wi-Fi Antenna 
15A, 250V, VDA 

Type Fuses 

Spare Key for 
Vehicle Dock 

94E2150090K0 94I0080080KF 39700000000H 94JL01L01000 9B000000007N 

 
  

  

DC 12C/ 2A Output 

UHF Fixed Reader 

GPS & LTE 
2M Combo 

Antenna 

(VM240) 

GPS & LTE 
5M Combo 

Antenna (VM9C) 

GPS & LTE & Wi-
Fi Magnetic 

Combo Antenna 
(VM10S) 

Mounting Kit 1  

No Drill 

9BRFID000012 39700000000M 39700000000N 39700000000U 98K000A0005Y 

   

  

Mounting Kit 2 
Drill 

Mounting Kit 3  
Keyboard 
Mounting 

Stylus Kit + Screw   

98K000A0006P 98K000A0005X 98K000A0005T   

 

 
Note 

It is highly recommended to purchase a  power cable from Winmate for 
testing purposes 
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II. Components 
 

Front View 

 
The integrated keypad contains 10 programmable keys, the F1 through F10 keys are user 

programmable. Key mapping is configured via the hot tab option in the control panel. See 

programmable key to remap these keys. The default values for these keys are: 

Press these keys in order Default Key Value 

F1 + F2 Touch Keypad Lock / Unlock 

F2 + F3 Lamp On/Off 

F3 + F4 Volume Adjustment 

F4 + F5 Brightness adjustment (Panel + Keypad) 

Long Press on F1 Win-Set 

Long Press on F2 Screen Calibration 

Long Press on F4 RF Hottab Function 

Long Press on F5 Camera 

Press on FN Function key from F6 ~ F10 

Long Press on Fn Function key from F11 ~ F24 

 

Press these keys in order POST Key 

F1 (Programmable key 1) Recovery 

F2 (Programmable key 2) ESC 

F3 (Programmable key 3) F3 Key 

F4 (Programmable key 4) F4 Key 

F5 (Programmable key 5) F5 Key 

F6 (Programmable key 6) Enter 

F7 (Programmable key 7) Up Key 

F8 (Programmable key 8) Down Key 

F9 (Programmable key 9) Light Key 

F10 (Programmable key 10) Right Key 
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Rear View with Vehicle Dock 

 

Left Side View with Vehicle Dock 

 

Right Side View with Vehicle Dock 
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III. Docking and Undocking the Device 

a. Docking the device into vehicle dock 

To dock the device, perform the following: 

1. With the device screen side facing out, align and insert the device into the guide pins on 

the vehicle dock. 

2. Push the device against the dock to ensure the terminal contacts are properly connected. 

3. Secure the device by pulling the latch forward until a ñclickò is heard, indicating the latch 

is fully engaged. 

  
 

 

 

b. Undocking the device 

To undock the device from the vehicle dock, perform the following: 

1. While supporting the device with one hand, push the latch backward until it fully 

disengaged. 

2. Remove the device from the vehicle dock. 

 

  
 

1. 2. 3. 

1. 2. 
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IV. Cabling Installation 

 
Warning 

This procedure require a trained service personnel only, 
improper installation can cause serious damage to the vehicle 
or the device 

a. Connecting the power cable for office testing 

 

 
Note 

Users are highly recommended to purchase this power cable for 
testing purpose  

 

1. Place the device on the vehicle dock and make sure the device is Off 

2. Connect the CN2 to the FM10 vehicle dock by aligning the connector pins and then push it, 

twist to fasten the connection. 

3. Connect the AC plug to the electrical outlet. 

 

4. Switch the power switch On, located on the back of the vehicle dock. 

5. Press the On button, the device is ready for testing. 

 

*  The Positive (+) and Ignition is 

connected inside the cable 
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b. Connecting the power cable on the vehicle 

 
Warning 

This power cable should only be used on the 12, 24, 36, or 48 
Volt forklifts. 

 

 
Warning 

Select a mounting location and make sure it is not located on 
the outside the vehicle 

 

 

Color Symbol 

Red VCC+ 

Black VCC- 

Green Ground 

Blue Ignition input (optional) 

 

 
Warning 

Do not perform the installation on a moving or live electric 
forklift 

1. Remove the vehicle battery before connecting the power cable 

2. Connect the Green Wire (Ground) to the vehicleôs chassis (grounding), which can also 

be negative pole of the battery. See diagram 6-1 and 6-2 

3. Place the fuse and fuse holder in-line of the Red (VCC +) and Blue (ignition) wires as 

shown below. 

 

 

 

Fuse Specification : 

Two Fuses , 15A, 250Volt, UDA Type Fuses 

   

 

  
Warning All power wiring must use the supplied power cable 


























